1800 min. shldr. GENERAL NOTES

Approach pavement section 1800 min. shldr.

1800 min. shldr. 1. See General Notes on Standard
1 310 | | Approach pavement | | Drawing 610-PRAP-04

i 4% Slope variable width A
Varies e p Seal coat Type 5 ‘ ‘ 4% Slope
< 2. See Table on Standard Drawing
_~— Seal coat type 2 ‘ ‘ 2% Slope —— |

610—PRAP-05 for computed

%‘ T values.
I 150 compacted aggregate shoulder

60 kg/m? bituminous surface 11 on

SECTION B-B 180 kg/m? bituminous base 5 on
- 200 compacted aggregate base

MINIMUM PAVEMENT SECTION
FOR ADT THROUGH 1000

SECTION A-A

Width of surface in place

Area B

Rate of transition 10:1

/ 150 Compacted aggregate shoulder Area A
150 Compacted aggregate shoulder .

End paved shoulder opposite
the radius point furthest from
the edge of pavement.

PAY LIMITS FOR BITUMINOUS
MIXTURE FOR APPROACHES

%

.
A
-

“
X
%3

XX

<
X

&

G
%

5
2
5

o
0505016

o
35
2
KRR

S
%
5
9.9

o
LK,

..,.
Toteletetet
Sotetetels

%

%S

'atet

Limits of compacted
aggregate base

Limits of compacted
aggregate base

35

X5

o
&

All dimensions are in mm unless otherwise specified.
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\% Bituminous shoulder STANDARD DRAWING No. 610—-PRAP-03

Edge of travel line
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